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\_J. MASKING TAPE

ITEM ID SIZE SELLING UNIT J \
| {
STANDARD - 4.3 MIL, 5% ELONGATION, 22#/INCH TENSILE, WHITE ‘\
¢ PRIMARY USES INCLUDE: PACKAGING, BUNDLING, LABELING, ETC. : f
¢ SOLVENT AND THINNER RESISTANT \,j
MST5512W 1/2" X 60 YARDS 72 ROLLS/CASE, 80 CASES/PALLET [
MST5518W 3/4" x 60 YARDS | 48 RLS/cS, 80 cs/PLT
MST5524W 1" X 60 YARDS 36 RLS/cS, 80 cs/PLT
MST5536W 145X 60 YARDS 24 RLS/cs, 80 cs/pPLT
MST5548W 2" X 60 YARDS 24 RLS/cs, 80 cs/pPLT
MST5572W 3" X 60 YARDS 16 RLS/cs, 80 cs/PLT
UTILITY - 4.3 MIL, 8% ELONGATION, 18#/INCH TENSILE, WHITE ~
\
¢ GOOD FOR GENERAL USE IN CONSTRUCTION AND INDUSTRIAL SECTORS
¢ HEAD-TEARABLE AND EASY TO REMOVE, WITHOUT LEAVING RESIDUE
MSTE4312W 15" X 60 YARDS 72 RLS/cS, 96 cs/PLT
MSTE4318W 34" X 60 YARDS 48 RLS/CS, 96 cs/pPLT \\/,,
MSTE4324W 1" X 60 YARDS 36 RLS/CS, 96 cs/PLT 4
MSTE4336W 1¥4" X 60 YARDS 24 RLS/cs, 96 cs/PLT
MSTE4348W | 2" X 60 YARDS 24 RLs/cs, 96 cs/PLT e — o
*\ :ﬂ':‘f“/:‘
MSTE4372W 3" X 60 YARDS 16 RLS/CS, 96 cS/PLT & L
¥ o
INDUSTRIAL - 4.9 MIL, 8.5% ELONGATION, 19#/INCH TENSILE, WHITE . #v

"
# CAN BE USED FOR CAR/BOAT PAINTING AND REPAIRING :
« HEAT RESISTANT UP TO 176°F (FOR 30 MINUTES)
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MSTI4918W 34" X 60 YARDS 48 RLS/cS, 96 cs/PLT #f
MSTI4924W 1" X 60 YARDS 36 RLS/CS, 96 cS/PLT 9
MSTI4936W 1%2" X 60 YARDS 24 RLS/cs, 96 cs/pPLT —
MSTI4948W 2" X 60 YARDS 24 RLS/cs, 96 cs/PLT !‘t S:i

MSTI4972W 3" X 60 YARDS 16 RLS/cS, 96 cs/PLT %f ;_iw
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HEAVY - 5.4 MIL, 8% ELONGATION, 23#/INCH TENSILE, WHITE
+ CAN BE USED FOR CAR/BOAT PAINTING AND REPAIRING \
& HEAT RESISTANT UP TO 176°F (FOR 30 MINUTES) ¥

MSTH5424W 1" X 60 YARDS 36 RLS/cS, 72 cS/PLT

MSTH548W 2" X 60 YARDS 24 RLS/cs, 72 cs/pLT

YOUR SOURCE FOR INDUSTRIAL PACKAGING, JAN/SAN AND SAFE
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