
 

 
 
 

          Sheet Labels 

Product Data Sheet- Effective 10/2021 
Product Description: 

Made with bright white paper, these sheet labels work well with various ink jet and laser printers. 
Permanent adhesive bonds well on multiple substrates like paper, metal, plastics, and glass. 
Performs well over a wide temperature range. 
Nominal Values 

Paper Thickness: 70 GSM 

 
Liner Thickness: 60 GSM 
Service 
Temperature -40oF～149oF 

Adhesive: Hot-melt Permanent 
Item # # Labels/ 

sheet 
Label Size # Labels / 

Master Packing 
SLB26251W 30 2.625” x 1” 30,000 

100 sheets/bag  
10 bags/master 
80 masters/PLT 

SLB42W 10 4” x 2” 10,000 
SLB433W 6 4” x 3.3” 6,000 

SLB42555W 4 4.25” x 5.5” 4,000 
SLB8555W 2 8.5” x 5.5” 2,000 
SLB8511W 1 8.5” x 11” 1,000 

Use: Label printing in home or commercial settings on laser and ink jet printers 
We believe the statements and information contained herein are accurate but are to be used only as general guidelines 
and are not warrants or guarantees because of the variety of possible uses. THERE IS NO WARRANTY OF FITNESS 
FOR A PARTICULAR PURPOSE. THE BUYER MUST TEST THE SUITABILITY FOR EACH INTENDED APPLICATION 
BEFORE USING. WRAPTITE WILL NOT BE LIABLE FOR DAMAGES IN EXCESS OF THE PURCHASE PRICE OF 
ITS PRODUCTS OR FOR INCIDENTAL OR CONSEQUENTIAL DAMAGES. 
 

Wrap Tite, Inc. 
6200 Cochran Rd. 
Solon, Ohio 44139 
Toll Free: 888-WRAP TITE (972-7848) 
Fax: 440-349-5432 
www.wraptite.com - info@wraptite.com 

An ISO 9001:2015 Certified Company 
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