
    Thermal Transfer Fan Folded Labels 

Product Data Sheet- Effective 06/2022 
Product Description: 

Thermal Transfer labels, fan-folded with perforations. Thermal Transfer labels offer high-quality 
barcode printing for numerous applications that requires a Thermal Ribbon. Works well in Zebra 
and other common industrial printers. Thermal Transfer printing produces images with extremely 
tight tolerances.  Offers more efficiency over labels on a roll with less changeovers. 
Nominal Values 

Paper Thickness: 60 GSM 
Liner Thickness: 60 GSM 
Adhesive: Hot-melt Permanent 
Ribbon Required: Yes 

Item # Label Size Cases/Pallet Pack Size Type 
LB46-FTT 4” X 6” 60 2000/stack, 2 Stacks/case Perforated 

Use: Product identification, barcode printing, shipping labels etc. 
We believe the statements and information contained herein are accurate but are to be used only as general 
guidelines and are not warrants or guarantees because of the variety of possible uses. THERE IS NO WARRANTY 
OF FITNESS FOR A PARTICULAR PURPOSE. THE BUYER MUST TEST THE SUITABILITY FOR EACH 
INTENDED APPLICATION BEFORE USING. WRAPTITE WILL NOT BE LIABLE FOR DAMAGES IN EXCESS OF 
THE PURCHASE PRICE OF ITS PRODUCTS OR FOR INCIDENTAL OR CONSEQUENTIAL DAMAGES. 
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