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Product Description: 

Vented stretch film is a high extensible film bonded to longitudinal strips with reinforced edges. It is 
superficially punctured in in predetermined zones. It eliminates condensation by giving the product 
the ability to breathe. It is perfect for products that need the ability to breathe while being shipped or 
stored such as, refrigerated or frozen products, flowers, fruits, vegetables and products that are 
warm. 

Item ID Numbers:                             

WFHF18A-WT                          
 
 
 
 
 
 
                                                                                                                    

Nominal Values: 

Material: Linear Low-Density Polyethylene (LLDPE) 

Film Width: 20” 

Average Thickness of Basic Film: 45 gauge 

# of Reinforcements: 9 

# of Lanes: 8 

# of Holes per Lane: 3 

Internal Core Diameter: 3” 

Elongation at break: 20% 

Weight per foot 1.4 gram 

                          We believe the statements and information contained herein are accurate but are to be used only as 
general guidelines and are not warrants or guarantees because of the variety of possible uses. THERE IS NO WARRANTY 
OF FITNESS FOR A PARTICULAR PURPOSE. THE BUYER MUST TEST THE SUITABILITY FOR EACH INTENDED 
APPLICATION BEFORE USING. WRAPTITE WILL NOT BE LIABLE FOR DAMAGES IN EXCESS OF THE PURCHASE 
PRICE OF ITS PRODUCTS OR FOR INCIDENTAL OR CONSEQUENTIAL DAMAGES. 
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